
 
 

 

Allison C3, C4 ; Caterpillar TO-2 ; Ford M2C 159B, C ; Ford NH 82009201, 2, 3 ; 

ZF TE-ML 06A, B, C, R, 07B 

 
 

 

MF M1144, M1145 ; ZF TE-ML 05K, 06B, 06C, 07B, 07D 

 
 

 

MF M1139, M1144, MF1145 ; ZF TE-ML-06A,B,C,D, 07B 

 

DIN 51524 (part 2) 

 

 

DIN 51524 (part 2) 

 

 
 

 

 

 

 
 INDUSTRIAL GEAR OILS  SLIDEWAYS OILS  

 
Valvoline E.P.G. 100 

 

 
DIN 51517 Part 3 

Pack Sizes: 208L, BULK 

 
Slideway Oil 32 

ISO 19378 GA, GB ; ISO 11158 HG ; Muller Weingarten presses 

 
 

 
Pack Sizes: 20L, 208L 

 
 

 

Valvoline Unitrac 80W 

ZF TE-ML 03E, 05F, 06D, 06K, 06N, 06R, 17E, 21F (ZF002041) 

 

API : GL-4 

Pack Sizes: 5L, 20L, 208L, 1000L, BULK Valvoline E.P.G. 150 

 

DIN 51517 Part 3 

Pack Sizes: 20L, 208L, BULK Slideway Oil 68 

ISO 19378 GA, GB ; ISO 11158 HG ; Muller Weingarten presses 

 

 
Pack Sizes: 20L, 208L Valvoline Ultramax Extreme S15 

 

 
Pack Sizes: 20L, 208L, 1000L, BULK Valvoline Ultraplant ES 46 

 

 
Pack Sizes: 20L, 208L 

Allison C3, C4 ; Case MAT 3505 ; Ford M2C-134 A/B/C/D, M2C-86B/C ; 

Ford / New Holland FNHA-2-C-200.00 (hydraulic oil 134) ; 

Ford / New Holland FNHA-2-C-201.00 (M2C-134D) ; John Deere J20 A/B/C, J14B/C, J21A ; 

Komatsu ; Kubota UDT ; Massey Ferguson M-1135, M-1141, M-1143, M-1145 ; 

Steiger SEMS 17001 ; Versatile 23M, 24M ; Volvo VME ; White Farm (AGCO) Q-186 

 
 

Valvoline E.P.G. 220 

 
 
 

 
DIN 51517 Part 3 

Pack Sizes: 20L, 208L, BULK 

 
 

Slideway Oil 220 

ISO 19378 GA, GB ; ISO 11158 HG ; Muller Weingarten presses 

 
 
 

 

 
Pack Sizes: 20L, 208L 

 
 

Valvoline Ultramax Extreme S32 

 
 
 

 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

 
 
 
 

 VALVOLINE - CONVENTIONAL  

 
Valvoline UTTO 

 
 

API : GL-4 

Pack Sizes: 208L, 1000L, BULK 

 
Valvoline E.P.G. 320 

 
 

DIN 51517 Part 3 

Pack Sizes: 20L, 208L, BULK 

 
Valvoline Ultramax Extreme HVLP 15 

 
 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

 
Valvoline HVLP 32 

 
 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

 
 
 
 
 

CONSTRUCTION MARINE 
 

Allison C3, C4 ; Case MS-1206 ; Caterpillar TO-2 ; Ford/NewHolland FNHA-2-C-201.00 ; 

Ford M2C-48B/C ; Ford M2C-159A ; Ford M2C-86B/C ; Ford M2C-134 A/B/C/D ; 

Ford New Holland NH 410B ; John Deere J20 A/B/C, J14B/C ; Massey Ferguson M1135, M1143, M1145 

 
 
 
 
 

HEAT TRANSFER OILS 

 
 
 

Valvoline Ultramax Extreme HVLP 22 

 
 
 

 
 
 

 
Pack Sizes: 20L, 208L, BULK 

DIN 51524 (part 3) 

 
 
 

Valvoline HVLP 46 

DIN 51524 (part 3) 

 
 
 

 
 
 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

 
DT Transmission Oil 10W 

 

 

API : CF, MT-1 

Pack Sizes: 20L, 208L, 1000L, BULK 

 

 

 
Pack Sizes: 208L, 1000L, BULK 

Caterpillar TO-4; Allison C-4; ZF TE-ML 03C, 07F; Komatsu KES 07.868.1 ; 

Caterpillar TO-2; Eaton Fuller*; Dana*; Euclid* 

 

DT Transmission Oil 30 

 

API : CF, MT-1 

Pack Sizes: 20L, 208L, 1000L, BULK Valmarin TP 1240 

 

API: CF 

Pack Sizes: 208L, tBULK Heat Transfer Oil Extra 

 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

Caterpillar TO-4; Allison C-4; Allison TES-439; ZF TE-ML 03C, 07F; Komatsu KES 07.868.1; 

Caterpillar TO-2; Eaton Fuller*; Dana* Euclid* 

 
 

ISO 6743-12 Q  
ULTRAMAX - PREMIUM 

 
DT Transmission Oil 50 

 
 

API : CF, MT-1 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
Valmarin 15W-40 

 
 

API: CI-4, CH-4 ; ACEA E7 

Pack Sizes: 5L, 20L, 208L, 1000L, BULK 

 
Valvoline Ultramax HVLP 32 

 

 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

Caterpillar ECF-2, ECF-1-a ; Cummins CES 20077/78 ; DDC 93K215 ; Deutz DQC III-10 ; Global 

DHD-1 ; MAN M3275-1 ; MTU Type 2 ; Volvo VDS-3, Volvo Penta 
 

 CIRCULATION OILS - SYNTHETIC  

 
 

DIN 51524 (part 3); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

 
* For applications where a TO-4 is needed Circulation Oil S68 

 
 

Pack Sizes: 20L, 208L Circulation Oil S220 
 
 

Pack Sizes: 20L, 208L Valvoline Ultramax HVLP 46 
 

Pack Sizes: 20L, 208L, 1000L, BULK Valvoline HLP 68 
 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
ISO VG 68, FZG, DIN 51354: 11 

Rust resistance test D 665 A & B: pass 

 
ISO VG 220 ; FZG, DIN 51354: 12 

Rust resistance test D 665 A & B: pass 

 

DIN 51524 (part 3); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

 
 

DIN 51524 (part 2) 

Circulation Oil S100 Pack Sizes: 20L, 208L Circulation Oil S320 
 

Pack Sizes: 20L, 208L Valvoline Ultramax HVLP 68 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
ISO VG 100 ; FZG, DIN 51354: 12 

Rust resistance test D 665 A & B: pass 

 
ISO VG 320 ; FZG, DIN 51354: 12 

Rust resistance test D 665 A & B: pass 

 
DIN 51524 (part 3); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

Circulation Oil S150 Pack Sizes: 20L, 208L Circulation Oil S460 
 

Pack Sizes: 20L, 208L Valvoline Ultramax HLP 32 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
ISO VG 150 ; FZG, DIN 51354: 12 

Rust resistance test D 665 A & B: pass 

 
ISO VG 460 ; FZG, DIN 51354: 12 

Rust resistance test D 665 A & B: pass 

 
DIN 51524 (part 2); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

Compressor Oil S32 
 

Pack Sizes: 20L, 208L Compressor Oil 68 
 

Pack Sizes: 20L, 208L Valvoline Ultramax HLP 46 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
ISO VG 32 ; DIN 51506 VDL 

 
ISO VG 68 ; DIN 51506 VDL  

 CIRCULATION OILS - MINERAL  

 
DIN 51524 (part 2); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

Valvoline Ultramax HLP 68 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
DIN 51524 (part 2); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

Compressor Oil S68 
 

Pack Sizes: 20L, 208L Compressor Oil 150 
 

Pack Sizes: 20L, 208L Valvoline Ultramax HLP 100 
 

Pack Sizes: 20L, 208L, BULK 

 
ISO VG 68 ; DIN 51506 VDL 

 
 

ISO VG 150 ; DIN 51506 VDL 
 

DIN 51524 (part 2); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

Compressor Oil 220 

ISO VG 220 ; DIN 51506 VDL 

 

Pack Sizes: 20L, 208L Valvoline Ultramax HLP 150 

DIN 51524 (part 2); ASTM D6158 HM (2005); Bosch Rexroth RDE 90240; 

 

Pack Sizes: BULK 

Eaton brochure 03-401-2010; Fives Cincinnati P-68, P-69 and P-70; General Motors LS2 (2004); 

ISO 11158 HM (FDIS 2008); JCMAS HK P041 (2004); Parker Denison HF-0 (Revision J); 

SEB 181 222 (2007); US Steel 126, 127, 136 

Valvoline Ultramax HLP ZF 46 
 

Pack Sizes: 208L, 1000L, BULK 

 
 
 

* Check ownerôs manual before use 

** Field trial pending 

 
DIN 51524 (part 2) ; ISO 11158 HH, HL, HM ; Bosch Rexroth RE 90 220 ; 

Cincinnati P-68, P-69, P-70 ; Denison HF-0, HF-1, HF-2 ; GM LS-2 ; Vickers (Eaton) I-286-S ; 

Vickers (Eaton) M-2950-S 

 

ISO VG 320 ; AIST 224 (U.S. Steel 224); AGMA 9005-E02; CM P63, P74, P35; ISO 12925-1 

MAK, MAN B&W, SEMT Pielstick, New Sulzer Diesel, Wärtsilä. 

Caterpillar TO-4; Komatsu KES 07.868.1; Caterpillar TO-2; Eaton Fuller*; Dana*; Euclid* 

 

 

 

CEC-L-33-A92, Swedish Standard SS 155434, CEC-L-33-T 82 (30-99%-21 days) 

 

 

 

 

 

AGRICULTURE 

 

 

 

COMPRESSOR OILS - MINERAL  

Valmarin TP 1230 
API: CF 

Pack Sizes: 208L, BULK 
 Heat Transfer Oil 

 

Pack Sizes: 20L, 208L, 1000L, BULK 
 Heat Transfer Oil Synthet ic  Valvoline Ultramax Extreme HVLP 28 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

 Valvoline HVLP 68 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

MAK, MAN B&W, SEMT Pielstick, New Sulzer Diesel, Wärtsilä.   ISO 6743-12 Q   ISO 6743-12 Q   ISO VG 28 ; AFNOR NFE 48-690/1 ; AFNOR NFE 48-603   DIN 51524 (part 3)  

 

Compressor Oil S46 
 

Pack Sizes: 20L, 208L 
 Compressor Oil 100 

 
Pack Sizes: 20L, 208L 

 Circulation Oil 150 
 

Pack Sizes: 208L 
 Circulation Oil 220 

 
Pack Sizes: 208L 

ISO VG 46 ; DIN 51506 VDL   ISO VG 100 ; DIN 51506 VDL   ISO VG 150   ISO VG 220  
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Vosak / asfaltni spoj za zaġtitu od korozije. Savrġeno za zaġtitu podvozja kamiona ili 
autobusa, kao i rezervoara, gasovoda, kablova za koļenje i hidrauliļne koļione vodove. 
OļvrġcӢava na relativno ļvrstu, bronzanu, elastiļnu, abrazivnu podlogu.   

 

  

Zelena alternativa za ML. Idealan za zaġtitu ġupljih profila kao ġto su paneli vrata, boļni 

pragovi i okviri. Sa skoro nikakvim rastvaraļem, ML Greenline moģe zaġtititi veliku 

povrġinu samo sa tankom debljina suvog sloja.  

  

Idealna zaġtita od korozije i abrazivnih oġteĺenja za podvoz kamiona i prikolica.Tectyl 190 

se brzo suġi i moģe se obojiti.Dostupan kao siva ilicrna smola na bazi gume. 

. 

  

Kao inhibitor korozije opġte namene, Tectil Multi Purpose / 506 se ne moģe istucӢi. MocӢno 
sredstvo za istiskivanje vode, pogodno je za ġirok spektar primena, kao ġto je zaġtita od 
korozije vozila, kao i zaġtita maġina i delova u skladiġtu. Tectil Multi Purpose / 506 
oļvrsne se u jantarnom, voskastom, prozirnom, ļvrstom filmu 

 

  

Bezbojan sprej preventivno deluje na koroziju. Ovaj proizvod stiti alat  koji se koristi u 

industriji i auto industrij.Takodje ġtiti od vlage. 

  

Ģute boje, rastvaraļ, vosak, ġtiti od korozije. Tectil 210-R je dizajniran za zaġtitu na 

fabriļkom nivou zatvorenih kutija, ġavova, spojeva i drugih lokacija vozila, podloģnih 

koroziji. Tectil 210-R oļvrġcӢava na polutrajnu, voskastu, svetlo boju, prozirno lepljiv film 

 
 

 
 

 

Premium Blue GEO LA - ES 
 
 

Pack Sizes: 208L, 1000L, BULK Valvoline GEO SNG-4 
 
 

Pack Sizes: 208L 1000L, BULK Tectyl ML 
 
 

Pack Sizes: 600ML 

 
CES 14615 for Cummins; QSV81G / QSV91G engine series; QSK60G engine series; 

Waukesha Cogeneration engines 

Recommended for four-stroke engines: Caterpillar; MWM (Deutz); Dresser-Rand (Categories I, II, III); 

GE Jenbacher; Superior; Wärtsilä; Waukesha 

 
 

Natural gas, fuel class A; GE Jenbacher Type 2, 3, 4 and 6; MWM TCG engines; Caterpillar CG engines. 

Caterpillar 35XX & 36XX series; Guascor; MAN 3271-2; MTU series 4000; Perkins 4000 series; 

Rolls Royce KG1-4, BV-G & CR-G; Tedom; ; Wartsila 34SG & 50SG; Waukesha Cogen 

 
 

Idealan za zaġtitu ġupljih profila kao ġto su paneli vrata ,boļni pragovi i okviri. Ovaj proizvod na 

bazi naftnog voska dizajniran je da prodre duboko u pukotine da bi se spreļila korozija.Ne 

zaboravite da obratite paģnju na mesta gde se voda moģe sakupiti, kao ġto su uglovi i ġavovi. 

Tectyl ML je takodje dostupan sa dodatkom koji sadrģi poseban set mlaznica za podruļja na  

koja se teġko primenjuju.  

Premium Blue GEO LA - 40 Pack Sizes: 208L, 1000L, BULK Valvoline GEO Plus LA - 40 
 

Pack Sizes: 208L, 1000L, BULK Tectyl Multi Purpose Clear 
 

Pack Sizes: 400ML 
 

 

Cummins QSV 81/91 series 

Cummins QSK 45G, 60G, 81G, 91G; Caterpillar; Deutz TR 0199-99-2105 group D; 

Dresser-Rand; Waukesha 

 
 

Specijalno dizajniran  za upotrebu kao svestrani zaġtitnik i pruģa barijeru protiv korozivnih 

sredina za zelene i obojene materijale,industrijske komponente,delove i joġ mnogo toga.Tectyl 

Multi Purpose Clear je odliļna antikorozivna zaġtita za skladiġtenje ili tranzitnu zaġtitu gotovih 

delova.. 

Premium Blue GEO MA - 40 
 

Pack Sizes: 208L 1000L, BULK 
Tectyl 190 Black  

Pack Sizes: 500ML, 1L 
 

  

Idealna zastita od korozije i abrazivnih ostecenja,za podvozja kamiiona Tectyl 190 se brzo suĠi i 

moģe se obojitit.Dostupan kao siva ili crna boja na bazi gume,proizvod se stvrdnjava do ļvrstog i 

elastiļnog filma.  

 
Tectyl Amber 

 
 
 

Pack Sizes: 400ML 
 

 

Tectyl  Amber je proizvod sa dobrim svojstima istiskivanja vode,odliļnom penetracijom 

i zaġtitom od korozije.Nanoġenjem tankog filma na srediġte glavļine toļka i u centru 

obruļa toļkova,izbegava se korozija,ġto moģe dovesti do neupotrebljivih 

toļkova.Tectyl Amber je svestrani zaġtitni premaz za ġiroke namene.  

Tectyl 120-EH 
 

Pack Sizes: 59L, 200L OH, 975L 
 

  

,Rastvaraļa, vosak / asfaltna baza, tiksotropna jedinjenja koja spreļavaju koroziju. Napunjena 

Tectil 120-EH je pogodan za kompletno premazivanje donje strane vozila, kamiona, autobusa, 

prikolica kamiona, kamp prikolica, teġke graĽevinske opreme i teretnih kontejnera. Tectil 120-

EH se suġi u ļvrstom, bronzanom, otpornom filmu otpornom na habanje 

. 

Tectyl 4D750 
 

Pack Sizes: 500ML 
 

  

Svetlo ģuta smeġa na bazi ulja otporna na koroziju.Gotovo bez organskog rastvaraļa. Tectyl 4D750 je 

dizajniran za industrijsku primenu, ļime se postiģe dobra penetracija u nabore i pukotine , ġto ga ļini 

vrlo pogodnim za zaġtitu od korozije za unutraġnja vrata kamiona i drugih ġupljih delova automobila..  

 
 

   

INDUSTRY 

 

 
HD Nitrite Free Ready-To-Use 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

 

Pack Sizes: 20L, 208L, 1000L, BULK 

 
MULTIPURPOSE 

 
Aggreko Approved; ASTM D3306; ASTM D6210; Cat EC-1; Chrysler; Cummins 14603 registered; 

Detroit Diesel 7SE298; Federal Specification A-A-870A; Ford; Freightliner; GM 1899M, 1825M; 

GM 6277M; Iveco, John Deere; Link Belt; MACK; MTU; Paccar; Scania; Volvo; Navistar CEMS B-1 Type III-A; 

Peterbilt; SAE J1034, J814; Terex; Thermo King; TMC of ATA RP-329B; TMC of ATA RP-338; MAN; Mercedes 

Cummins CES 14603 ; Deutz DQC CC-14 ; Irizar (from 2016); Liebherr Minimum LH-01-COL3A ; 

MB-Approval 325.5 and 325.6 ; MAN 324 Type Si-OAT ; MTU MTL 5048 ; Porsche From MY 2010 ; Smart 

(MB-Approval 326.0) ; TL 774-G (G12++): VW / Audi / Seat / Skoda / Lamborghini / Bentley / Bugatti 

AS 2108-2004 ; ASTM D 3306 ; ASTM D 4985 ; BS 6580:2010 ; China GB 29743-2013 ; 

CUNA NC 956-16 ; JIS K 2234:2006 ; ONORM V 5123 ; SAE J1034 ; SANS 1251:2005 

 
EXTENDED LIFE 

 
HD Extended Life Ready-To-Use 

 

 
 
 

 
 

Pack Sizes: 20L, 208L, 1000L, BULK 

 

 
Zerex G48 Ready-To-Use 

 

 
 
 

 

 
Pack Sizes: 20L, 208L, 1000L, BULK 

ASTM D-6210, ASTM D-4985, ASTM D-3306 (D-4656), Afnor 15-601, BS 6580, Caterpillar EC -1, 

Cummins 14603, 3666286, Cuna NC 956-16, DAF, Detroit Diesel 7SE 298, Deutz MWM, 

MAN 324 type NF, MB 325.0, 2, 3, MAN B&W, MTU, O-Norm V5123, Renault RVI, Scania, Volvo VCS, 

SAE J 814, J 814C, J 1034, J 1941, NATO S-759, Isuzu, Leyland; Ford WSS M97 B44-D, Earth moving machines. 

 
BMW / MINI : BMW GS 94000 ; Bez. Reg. Amsberg, Dept. of Mining and Energy 

84.12.22.63-2001-2 ; MB-Approval 325.0 ; Deutz DQC CA-14 ; German Army TL 6850-0038/1; 

Jenbacher TA-Nr. 1000-0201 ; Liebherr Minimum LH-00-COL3A ; MAN 324-NF ; 

MAN Diesel & Turbo Liste 3.3.7 ; Maybach / Smart (MB-Approval 325.0) ; MTU MTL 5048 ; 

Opel / Vauxhall (until 2000) B 040 0240 ; Porsche (until 1995) ; Rolls-Royce (from 1998) ; 

BMW GS 94000 ; Saab 690 1599 ; Tesla (from 2013) ; Van Hool ; TL 774-C: VW / Audi / Seat / 

Skoda ; Volvo Truck (until 2005) ; Zastava 

AFNOR NF R 15-601 ; AS 2108-2004 ; ASTM D 3306 ; ASTM D 4985 ; BS 6580:2010 ; 

China GB 29743-2013 ; CUNA NC 956-16 ; JIS K 2234:2006 ; ONORM V 5123 ; SAE J1034 ; 

SANS 1251:2005CUNA NC 956-16 ; JIS K 2234:2006 ; ONORM V 5123 ; SAE J1034 ; 

SANS 1251:2005 

 
 

CENTRAL LUBRICATION 

 
Semi Fluid 00 

 
 
 

 
 

DIN 51502: GP 00K-20 / KP00K-20 

Pack Sizes: 18kg, 180kg 
 

 

 Pogodan za viġe otvorenih i zatvorenih menjaļa poljoprivrednih, industrijskih i brodskih 

maġina kao i za sisteme automatskog podmazivanja kamiona i industrijskih maġina. 

 
  

 
 
 
 

É August, 2018 ValvolineÊ, Valvoline or its subsidiaries, registered in various countries 
 

 
 

 

Posebno je pogodan za upotrebu u visoko temperaturnim stacionarnim i 
industrijskim aplikacijama. 

 

POWER GENERATION  

   

TECTYL PROTECTIVE PRODUCTS 

 
 

 

Posebno pogodna za upotrebu u brodskim i teġkim opterecӢenjima koja 
zahtijevaju dodatnu otpornost i otpornost na vodu. Odgovara leģajevima u 
vlaģnim uslovima 

 

 

 
 

 

Snaģno opterecӢeni otvoreni zupļanici i spojnice za kamione i prikolice. Oprema za 
zemljane radove kao ġto su buldoģeri i dragline, gusenice-zupļanici, otvoreni zupļanici, 
klizne povrġine kao i ureĽaji za utiskivanje betona i rudarske aplikacije. 

 

 
 

 

Otvoreni zupļanici, kablovi i spojnice za kamione i prikolice. Pogodan je za zemljane 

radove kao ġto su buldoģeri i dragline, gusjenice, otvoreni zupļanici, klizne povrġine, lanci i 

kablovi. Za mnoge graĽevinske, poljoprivredne i pomorske aplikacije 

 
 

 

Otvoreni zupļanici, kablovi i spojnice za kamione i prikolice. Pogodan za opremu za 
zemljane radove kao ġto su buldoģeri i dragline, gusjenice, otvoreni zupļanici, klizne 
povrġine, ģljebovi i kablovi. Veoma pogodan za graĽevinske i poljoprivredne primene. 

 

MASTI 

AGRI & CONSTRUCTION MARINE 

Sour gas, fuel class B & C; GE Jenbacher Type 2, 3, 4 and 6 

Cummins QSK 60G Engines (Multi and single turbocharger models) 

 
 

 

Pogodan za nekoliko graĽevinskih, industrijskih, poljoprivrednih, pomorskih, 
rudarskih i automobilskih aplikacija. 

 

 
 

 

Pogodan za ġirok spektar ravnih i kotrljajucӢih leģajeva koji zahtevaju  podmazivanje 
pod pritiskom. 

 

 
 

 

 Zglobni spojevi, zglobovi upravljaļa, sedla, spori klizaļi, otvoreni zupļanici, maġine 
koje rade u vlaģnim uslovima. Moģe se koristiti u nekoliko graĽevinskih, 
poljoprivrednih, pomorskih, industrijskih i rudarskih aplikacija 

 

 
 

 

GraĽevinska, rudarska, industrijska i automobilska primena I u modernim centraliziranim 
sistemima podmazivanja koji rade na niskim temperaturama. 

 

 
 

 

Menjaļi, buldoģeri, gusenice, otvoreni zupļanici, klizne povrġine, lanci i kablovi, 
poljoprivredna i ġumarska mehanizacija u vlaģnim uslovima. 

 

 

NITRITE FREE  ZEREX  

Zerex G40 Ready-To-Use 


